——— SUB— GRADE
FINISHED GRADE | DRIVEWAY WIDTH ,

PSOIL OR PAVEMEWX l 12" MINIMUM ’ l“ 1" f - B/W

W 20" MAXIMUM

COMBINATION CONCRETE
& GUTTER, TYPE B-6.12

SIDEWALK

>
SLOPE

1/4"/FT

.

T~

6'~0" BURIAL MIN.
8’0" BURIAL MAX,

0'-2'
1/2" PREFORMED
- . BIT. EXPANSION CONG. oMLY
L) L@ L@ JOINT (CONC .

—@ —® ! | HOT—MIX ASPHALT ONLY) Sg';fm/\ﬂ'\lrgl;‘

STORM SEWER WATER MAN SANITARY SEWER & RESURFACING :

————— FORCE MAIN SERVICES " Eg

=il L) — Wi
@ Trench backfill (CA~6) under pavement, curb and gutter os - STINEY
indicated in rood subgrades and within 2 feet of any d & S

proposed curb and gutter or sidewalk. Mechanically
compacted backfill of excavated materials in other -—
locations if approved by the VILLAGE Engineer. Refer to

trench backfil special provisions for materials and

R v

I

T, T

compaction requirements. 24" - S fel g
<0 3 .

SANITARY SEWER ESVCP, DIP), WATER MAIN, FORCE MAIN CURB BITUMINOUS  OR . CU/V,GH[:; TE T

Compacted granular materiol CA-6 to 8" above top TRANSITION <’ . P ‘oz

of pipe. (TYP) N

SANITARY SEWER (PVC) e oo Uy

Compacted gronulor materiol CA=6 to 12" above top A
of pipe (also see note #1 below).

stoeM seN?? 4 T oo T T T T T T T T —T/*-f\‘w&\ Mj A | VA

® ® ©®

: g 1 18" . |18
Compacted gronular backfill material CA-6 to spring line _ ‘ 1, NIM M
of pipe 4" SUB-BASE GRANULAR %;—i [ 2‘3, %XIMZM ]
@ 6" compacted granulor bedding, CA-6 gradation. MATERIAL
fwa————— DEPRESSED CURB THROUGH DRIVEWAY —— |
@ Unsuitable moteriaf to be removed where directed by . .
Engineer and replaced with suitable material and compacted. This curb and gutter detail shall be used when
(5) Trench width — Pipe 0.0, + 12" minimum there is a gap between the existing pavement NOTE :
notes Floe 00 ¥ 187 modm and the proposed curb and gutter. T ALL AGGREGATE SUBGRADE SHALL BE
== PLAN MECHANICALLY COMPACTED.
1. PVC pipe conforming to the SDR specified in the plans The locations of Combination Concrete Curb - E—
shall be installed to the latest revised specification . .
requirements of ASTM D-2321 using either compacted and Gutter shall be marked by the Engineer in
Class | or Class Il gronufor embedment materias for the field EXPANSION
bedding, haunching and initial backfill of 12 inches A
over the top of pipe to provide the necessary support
f: i i ol i . . B
ces g;eors?héh?ip?: ;5;:?3“?:;:;?;2;5‘:? ot The Combination Concrete Curb and Gutter
2. All CA-6 to be IDOT approved or meel IDOT specifications. shall be placed and include any and all joints,
REVISIONS reinforcement, joint fillers and subbase granular y 5% / /
[ OATE repair. NN £ WA N

2" BIT. APPROACH OR
5" PCC. APPROACH AND SIDEWALK
—6" COMPACTED CA-6 SUBBASE FOR BIT. OR

~—&" P.C.C. SIDEWALK
4" COMPACTED CA-6 SUBBASE

The area between the edge of the existing
pavement and the face of the new gutter shall

TRENCH BEDDING/BACKFILLING be cleaned of all loose material and filled with . 4" COWPACTED CA-6 SUBBASE FOR PCC
CROSS SECTION [u-3 | Class PV concrete to a maximum of 1" width. STABLE, COMPACTED SUBGRADE
[u-

The cost of the additional concrete shall be
included in the cost of the Combination SECTION A-A
Concrete Curb and Gutter, Type B~6.12. T

See Specifications for additional requirements.

b~
§ g’ ‘ APPROXIMATE LOCATIONS SINGLE-FAMILY
¢ HOT—MIX ASPHALT SURFACE STA 107+80 TO STA 108+75 (LT, NORTH AV. INTERSECTION) RESIDENTIAL DRIVEWAY
NS : T 5.p S
S| REMOVAL, BUTT JOINT DRIVEWAY Th o0 1O STA 1152 (%% MORSE AV. INTERSECTION) APPROACH
S| (70 Bispé/{i;oﬁuf;ﬂg‘”” STA 119455 TO STA 119+82 (RT)
HOT-MIX ASPHALT RESURFACING ¢
‘{ VARIE 2 REMOVAL-BUTT JOINT) * OR AS DIRECTED BY THE ENGINEER
R o IES [y
, M* T RS 114" REMOVAL

T‘m—“mmmm“%‘_‘xk\?\“‘

EXISTING HOT-MIX ' SAW CUT STRAIGHT UNIFORM JOINT

ASPHALT SURFACE (INCIDENTAL TO CONTRACT)
S
£3d 3 HOT-MIX ASPHALT SURFACE REMOVAL-DRIVEWAY BUTT JOINT DETAIL
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28 5 §§§ Engireering FILE NAME = B90196-det-trench.dgn DRAWN - REVISED - STATE OF ILLINOIS NORTH OAK AVENUE 2537 09-00084-00-RS COOK 53 29

R Plaoing.

g5 2o E oc e o PLOT SCALE - CHECKED - REVISED - DEPARTMENT OF TRANSPORTATION CONTRACT NO. 63274

SEo5H328 e o o e Linox = Cricago PLOT DATE - 8/31/2089 DATE T 8/3/09 REVISED - SCALE: SHEET NO. | OF 1 SHEETS | STA. TO STA, FED. ROAD DIST, NO,  [ILLINOIS| FED. AID PROJECT ARA-9003 (345
5?274
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